A.LA. File No. 30-C-4 [October, 1959)

Arco cast iron radiators
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~ Arco radiator ratings

heat emission—based on 240 Btu (steam). per square foot per hour
" three-tube four-tube five-tube six-tube
length 25-in height | 19-in height | 22-in height | 25-in height | 22-in height | 25-in height | 19-in height | 25-in height| 32-in height
no of 134 inches 1.6 sq ft 1.6sgft 1.8 s ft 2.0sq ft 2.1sq ft 2.4 sq ft 2.3sq ft 3.0 sq ft 3.7 sq ft
: 2z per section | persection | persection | persection | persection | persection | persection | persection | persection
sections | per section
Sl4sg ft 814 sq 1.028 sqg {t 1.143 sq ft 1.20 sg ft 1371 sq #t 1.314 sq ft 1.714 sq ft 2.114 sqg ft
per lineal in | per lineal in | per lineal in | perlineal in | per lineal in | per lineal in | per lineal in | per lineal in | per lineal in
2 35 3.2 3.2 3.6 4 4.2 4.8 46 6 74
4 70 6.4 6.4 72 8 84 9.6 9.2 12 148
6 10.5 9.6 9.6 108 12 126 14.4 13.8 13 22.2
8 14.0 12.8 12.8 144 16 16.8 19.2 184 24 29.6
10 17.5 16.0 16.0 18.0 20 0 240 230 30 370
12 21.0 19.2 19.2 21.6 24 25.2 28.8 27.6 36 444
1 245 224 224 25.2 .28 294 336 322 42 51.8
16 28.0 25.6 25.6 28.8 32 336 384 36.8 48 59.2
18 315 28.8 28.8 324 36 378 43.2 414 54 66.6
20 350 320 32.0 36.0 40 420 48.0 46.0 60 74.0
22 385 35.2 35.2 39.6 44 46.2 52.8 50.6 66 814
24 42.0 384 384 432 48 504 57.6 55.2 72 88.8
26 455 416 416 46.8 52 54.6 62.4 59.8 78 96.2
28 49.0 44.8 44.8 50.4 56 588 67.2 64.4 84 103.6
30 52.5 480 48.0 54.0 60 63.0 720 69.0 90 111.0
32 56.0 51.2 51.2 576 64 67.2 76.8 736 96 1184
- 34 59.5 54.4 54.4 61.2 68 71.4 81.6 78.2 102 125.8
36 63.0 57.6 57.6 64.8 72 75.6 86.4 82.8 108 1332
38 66.5 60.8 60.8 68.4 76 798 91.2 874 114 140.6
40 70.0 64.0 64.0 72,0 80 - 84.0 96.0 920 120 148.0
42 73.5 67.2 67.2 75.6 84 . 882 100.8 96.6 126 155.4
44 710 704 70.4 79.2 88 924 105.6 101.2 132 162.8
46 80.5 73.6 736 82.8 92 96.6 1104 105.8 138 170.2
48 84.0 76.8 76.8 86.4 96 100.8 115.2 110.4 144 17786
50 87.5 80.0 80.0 90.0 100 105.0 120.0 1150 150 185.0
52 91.0 83.2 83.2 93.6 104 109.2 124.8 119.6 156 1924
54 94.5 86.4 86.4 97.2 108 1134 129.6 124.2 162 199.8
56 98.0 89.6 89.6 100.8 112 1176 1344 1288 168 207.2
Add 12" to length for each bushing. g
CONNECTIONS—Both steam and water extra heavy 17 malleable End sections regularly supplied with 1~ fop tappings and 14” bot-
nipples on 3, 4 and 5-tube, and 1%~ malieable nippies on 6-tube, at tom tappings for 3, 4 and 5-tube, and with 114~ top tappings, 112"
top and bottom. bottom tappings, for 6-tube, bushed if so specified, .
Regularly furnished with 215~ legs. Can be supplied on special NOTE—Arco Radiators are sold only in even number of sections up
order with 4%~ legs, or without legs. For height of loop section only, to a maximum of 56 sections. For assemblies from 30 to 56 sections,
ggbst':gﬁnlzgéeg 3, 4 and 5-tube, and 17 on 6-tube from total height one center leg section is furnished.
These radiators conform with the industry’s Simplified Practice Recommendation R174-47, Cast iron Raqiators, issued by the U. S. Department of Commerce.
table of heat emissions for various average hot water temperatures
av. water temp. inradiator | 220 | 25 | 20 | a0 | 10 | w0 | wm | 160 | 150
heat emission Btupersqft | 250 | 240 { 230 | 20 | 190 l 170 | 150 | 130 | 110
} American-Standard Arco Cast Iron Radiators are another development in
2 = 5 . % & ! » 8 L B%gn s
hydronics—the science of heating and cooling with water. WcDonald Heating & Air gﬂﬂgmﬁmf}g bo.
2325 EAST STREET
PITTSBURGH 14, pA.
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40 WEST 40TH STREET ¢ NEW YORK 18, NEW YORK
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